


Interpretation and Arrhythmia Function
(FCP-7101 only)

Arrhythmia analysis and interpretation is a standard feature on the

FCP-7101.

In addition to interpretation function, FCP-7101 provides an Analysis

Guide and Findings functions, to aid the physician understanding of

The FCP-7101/FX-7102 is one of the smallest and lightest weight ECG units
on the market. It’s large LCD display offers unparallel ease of use for
checking in patient data as well as clear, accurate viewing of ECG waveforms.

Standard 12-lead ECG Waveform

The FCP-7101/FX-7102 features the largest LCD in its
class. The large LCD screen allows the user to review
real-time ECG waveforms, up to 12 leads at a time.

The increased viewing area provides superior viewing
of critical waveforms and heart rate.

In addition, the larger viewing area is much easier for
reviewing patient demographics and instrument settings.

Selectable of Recording Formats

The user can select recording formats from 1 or 3-channels.
The Automatic Recording Mode allows these selections as
well as the selection of a 1 channel + 1 rhythm lead with a
selectable continuous recording waveforms mode.

Reporting format for measurement or analysis can be selected
as required.

The arrhythmia analysis function is incorporated to facilitate verification of
arrhythmia events that are difficult to detect through short-term ECG monitoring.
FCP-7101 analyzes a selected 3 leads for a maximum of three minutes and
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for up to 128 examinations.

The operator can review selected
ECG data from the memory on
LCD screen or for recording as

o

required. A datalist can be ‘ Communication Port Battery Operation (Option)
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port. Therefore the unit can be connected with a This convenient feature allows the user to conduct ECG
personal computer to establish data filing system as examinations even when AC power may not be available.
additional data storage.




